T
40°20'N

T
40°15'N

T
40°10'N

T
39°55'N

124°l15'W 124°l10'W 124‘;5'W 124‘;0'W 123"'55'W 123"'50'W 123"'45'W 123"'40'W 123°l35'W 123°l30'W 123°l25'W 123°l20'W 123"'15'W 123"'10‘W 123:’5'W
745 807
(164) (174) 1768
(138)
1405 1437
(194)  (187)
Z
[To
=
9
496
(140)
494
(135)
Z
o
°H
9
1592
(116)
885
(265)
2799
(112)
Z
Lo
|5{)-
o .
N Mad River 2200
Community (166)
Hospital HP 2an
(155)
418 5092 5116
(168) (140) (176)
5066
(118)
162
101
(155) (104
z 1932
o
g' (190) 1986
< 1908 (161)
(168)
129 318 179 296
(122) (293) 135)  (293)
153 245
244 (210985) 011 (143)  (240)
(231) (111) 288  ,,
281)
333 213 207 ( (240)
(310) (200) (197)
341 346
(141) (141)
334
(104)
615
= 118 (122)
g' 347 368  (119)
S (350)  (350)
337 2863 3061
(160) (220) 2870 (249)
702 3072 (224)
(223) (396) 3061 ?20783
261 2908 (377)
(261)
(213)
Z
(@)
§r_
(@)
N 418
(125)
235
(195)
Z
Lo
g\f)-
o
<
533 537 3643
(156)  (156) (105)
2596
Z (163)
= 4480
= 2492 35’55 (108)
(214) (189)
3093 3163
3274 (104)  (112)
> (112)
Q- 3231
= (178)
3484
(122)
5945
(150)
3816
z (204)
08- 1407
= (168)
1635
(138)
1363
(128)
z
Lo
] -
=)
S
2217
(121)
Z
o
] -
‘ér OBSTRUCTION TYPE
Known Aerial Hazard Map Type
MSL - Mean Sea Level (feet)
f ;ix Rivers ’\ ’ ! N (AGL) - Above Ground Level (feet)
Type Description 3996
4094
S Outh AC  Overhead Cable (AERIAL CABLE) (110) (595
B Bridge/Overpass/Viaduct 4070 3991
3/2 2/2023 CT Communication Tower 984 (183) (114)
. . LH Lighthouse (101)
All vertical obstructions AGL greater than 50 feet LT Light Standard/Light Support
TYLER Digitally signed by TYLER M Monument
DETRICK MET Meterology Towers
?)_ D ETR I CK Date: 2023.04.05 10:30:41 -07°00 R NAVAIDS (Aeronautical)
o q q
< Geospatial PDFs available at: T Tower (Non-Communication)
ftp://ftp.nifc.gov/Incident_Specific_Data/CALIF_Statewide/lUSFSAerialHazardMaps WM Windmill
1931
@r7)
Z
o
o
<
1113
(105)
MAXWELL
2 MOA CA
Z
Lo
g' This map was produced by the Region 5 Fire and Aviation GIS Lab. GIS data and product accuracy may vary.
™ This map is not to be used for navigational purposes. It is only to be used as a means of identifying vertical
obstructions and other known hazards to ensure safe Air Operations. The Forest Service reserves the right
to update, modify, or replace any or all of this data without notifying users.
O 1 2 4 6 8
R e— —— Nautical Mi 1873
NaUtlcaI MlleS (148) Sources: Esri, HERE, Garmin, Intermap, increment P Corp., GEBCO, USGS, FAO, NPS, NRCAN, GeoBase, IGN, Kadaster NL, Ordnance Survey, Esri Japan, METI, Esri China (Hong Kong), (c) OpenStreetMap contributors, and the GIS User
Community, Various forest and district offices of the Pacific Southwest Region
! ! ) ) ) ) ! ! 1 ! ! I | ! )
124°15'W 124°10'W 124°5'W 124°0'W 123°55'W 123°50'W 123°45'W 123°40'W 123°35'W 123°30'W 123°25'W 123°20'W 123°15'W 123°10'W 123°5'W

41°5'N

41°0'N

40°55'N

40°50'N

40°45'N

40°40'N

40°35'N

40°30'N

40°25'N

40°5'N

40°0'N



		2023-04-05T10:30:41-0700
	TYLER DETRICK




